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(95-02 ST1100 Damper Assembly pictured for illustrative purposes)
Removing Damper Units from Stock Handlebar(s)

We recommend that you use some rubbing alcohol to help release the rubber bushings from the inside of the tube. Run some alcohol into the control locking pinhole and into the bar end, and distribute in all directions.
Carefully place the bar in a vise with soft jaws and a rag. Reinstall the damper weight and tighten, making sure the ridge on the weight is properly engaged with the corresponding ridge on the damper unit. Hold onto the weight with one hand. While pulling out and twisting, depress the two retaining tabs on either side one at a time until they move past their locating holes. Continue pulling and twisting until the damper comes out (Note: there is an "o" ring on the inner end of the damper shaft that can be rubbed off inside the tube when pulling). Just shake it out. Repeat this procedure for the other side.
Clean the damper rubbers and shafts, and reinstall into the Heli Bars.  Use a bit of rubbing alcohol as a lubricant to ease installation. With the damper weight still attached, carefully start the first rubber bushing into the bar. Push and twist until the set of two bushings is ready to go in. Align the tabs on the retainer ring with the locating holes in the Heli Bar. Continue pushing in, making sure that the outer edge of the last bushing enters the tube evenly. Press in until the tabs enter the two holes. If necessary, pull back out a bit until the tabs are against the rear edges of the holes. 
CAUTION: If the right-hand unit is installed too deeply, the damper weight will interfere with throttle operation. The threaded end of the damper unit will be about flush with the tube end, but the ridge that engages the weight will protrude. 

Once each unit is installed, remove the damper weight.
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